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Sony Alpha 6100 - AFA| LS

+ APS-C sensor, 24 MP

+ 20 mm lens

+5509 (0.73 Ib) - OI2E 2§

+ GSD 1.2 cm/px (0.47 in/px) &0| 61 m (233 ft)
+ 2|CH HA120 m (400 ft) / 60% side overlap-
Z|CH 240 ha (600 ac) / 2.4 cm (0.9 in) GSD

@WIngtra More info: Technical Specifications


https://wingtra.com/wp-content/uploads/2019/03/Wingtra-Technical-Specifications.pdf

Oblique Sony a6100 - Main specifications

APS-C sensor, 24 MP

7309 (1.61Ib) - OIRE Zot

GSD 1.6 cm/px (0.63 in/px) / 49 m (161 ft)

Z|C§ 2 120 m (400 ft) / 80% side overlap -
Z|C§ 180 ha (450 ac) / 3.9 cm (1.54 in) GSD

SAMYANG

@WIngtra More info:


https://wingtra.com/wp-content/uploads/2019/03/Wingtra-Technical-Specifications.pdf
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Sony Oblique a6100 vs Nadir a6100

+ 12 mm 2| focal lens

+ AZ|Al camera ZLX|/H0| BtCHESE

+15 & 922 7|20{2l optical axis

+ L2 7|2 overlaps - 0| Front overlap
85%, Side overlap 80%

+ CHZ 0[0]2] 2|5 YAl

0| 7}Bi2H= $3/2A] ILCE-6100
0|Z 2R A4S Meygl 4 Agch

@WIngtra More info:


https://knowledge.wingtra.com/set-up-oblique-sony-a6100-camera
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RGB camera® H|1 A}St

]
] 24 | 24w i
Sensor A Focal oref Trigger =0| fhes 28
RGB camera AO|Z/y | length | £2l/ 4 99 N 2A
type (mm) (mm) ) INFds (m)/GSD @
(s) (cm/pix)
Sony RX1RII ff“” 35.9/24 35 37.8/54.3 0.6 55/0.7 590
rame
Sony Alpha 6100 |  APS-C 23"56“ >. 20 42.6/60.9 1.0 61/1.2 550
Sony Oblique ) 23.5/15.
Albha 6100 APS-C E 12 66/90 1.0 49/1.6 730

More info: Technical Specifications



https://wingtra.com/wp-content/uploads/2019/03/Wingtra-Technical-Specifications.pdf

